
LOAD RITE GALVANIZED TANDEM &
TRIAXLE PONTOON & TRITOON
MODELS

MODEL #35R5500102HGG3

Image for representation only. Options and features may differ.

SPECIFICATIONS

CAPACITY BOW EYE TO
TRANSOM
MAXIMUM

BOW EYE TO
TRANSOM
MINIMUM

AXLES BRAKES TIRE SIZE OVERALL
WIDTH

BETWEEN
FENDERS

OVERALL
LENGTH

5,500 35' 32' 3 3 ST205/14C 98" 79" 37'

STANDARD FEATURES

Disc Brakes (Where Installed)

This trailer is equipped with disc brakes (where installed). Load Rite recommends disc brakes on all wheels
where available. Disc brakes are self-adjusting and self-cleaning and require minimal maintenance in order
to continue to deliver top performance. Follow maintenance tips in your Owners Manual for more detailed
instructions.

Galvanized Steel Frame

Tubular structural steel, fully hot dip galvanized, provides the ultimate finish for any boat trailer. Tubular
design shrouds wiring and brake lines from damage. All machining and welding is performed before
galvanizing, so there are no surfaces left unprotected from a boat trailer's ultimate enemy: corrosion.

Tongue Jack (98? And Wider Models)

Tongue jacks are standard equipment on all Load Rite Elite models 90" wide and wider, all 5 STARR
models, and all UT, EQ, and CH models. Appearance and specifications vary by application. Tongue jacks
are optional on all other models.



2 Plus 3 Years Coupler to Taillight
Warranty

Load Rite's premiere warranty
exclusive to our Elite line of
trailers.

Winch Stand LR Pontoon

Standard winchstand on all
pontoon trailers except EP
models.

Galvanized Fenders

Hot dip galvanized rolled steel
wards off nasty corrosion.

Winch Stand (Ep and Models Under 98?
Wide)

Base winchstand on all EP
models.

Leaf Spring Axles 13? Wheels (98? And Wider Models)

5-Year Structural Frame Warranty Pressure Treated Wood Bunks -except on
pontoons



OPTIONS
Disc Brakes on Second Axle

Important Safety Issue - Brake Requirements    Brake laws vary by state and require dealers to sell
trailers that comply with the brake laws of the state where the trailer will be registered.  This is a
very important safety issue.  For full information contact the appropriate state Motor Vehicle
Department.  As always, Load Rite recommends brakes on all axles where available. 

Quick-Slide® Bunk Covers

These multi-purpose covers provide a smooth surface to help the boat or pontoon to slide easier when
launching and loading. They also offer an insulating barrier to help prevent corrosion for metallic hulled
craft. Highly recommended for pontoon applications.

Tongue Jack (76? wide and under
models)

Tongue jacks are recommended
on all trailers. Appearance and
specifications vary by application.
Tongue jacks are optional on all
models where not original
equipment.

Spare Tire and Carrier

The most important option to
consider, every trailer should have
a spare tire readily available.
Consult dealer for recommended
bracket for individual application.

LED Lighting

LED lights offer far greater
reliability than incandescent
fixtures. Long-lasting and
waterproof design make these
lights ideal for any trailer
application.

Stainless Brakelines

A valuable upgrade to any trailer,
but especially those to see service
in coastal regions with salt water
exposure.

Heat Shrunk Wire Splices

Upgrade from standard silicone
gel-filled connectors to heat-
shrunk connections for a little
extra peace of mind.

Ladder Winch Stand, Steps and Hand Rail
Loop

Upgrade available for any
pontoon or tritoon model. Ease
deck access and launching and
loading procedures.



Radial Tires

Smoother riding and longer wear
life than many bias-ply tires. A
highly recommended upgrade.

Drop-Style Tongue Jack

An upgraded jack that provides
greater capacities and fast setup
with no need to swivel.

2? by 6? Bunks

Marine grade carpet over 2" x 6"
dimensional lumber.

Inner Guides (2)

Available for all pontoon and
tritoon models.

Inner Guides (4)

Available for all pontoon and
tritoon models.
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